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Esempio di ordinativo: D1xL      Order example: D1xL      Bestellbeispiel: D1xL 

Punzone in esecuzione di qualità

ep-1 hsshigh quality punch
hochwertiger schneidstempel,qualitätsausfÜhrung
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1,0 - 1,1 1,8 0,5
1,2 - 1,3 2,0 0,5
1,4 - 1,5 2,2 0,5
1,6 - 1,7 2,5 0,5
1,8 - 1,9 2,8 0,5

2,0 3,0 0,5
2,1 - 2,2 3,2 0,5
2,3 - 2,5 3,5 0,5
2,6 - 2,9 4,0 0,5
3,0 - 3,4 4,5 0,5
3,5 - 3,9 5,0 0,5
4,0 - 4,4 5,5 0,5
4,5 - 4,9 6,0 0,5
5,0 - 5,4 6,5 0,5
5,5 - 5,9 7,0 0,5
6,0 - 6,4 8,0 0,5
6,5 - 7,4 9,0 1
7,5 - 8,4 10 1
8,5 - 9,4 11 1

9,5 - 10,4 12 1
10,5 - 11,4 13 1
11,5 - 12,0 14 1

L

71 80 100 125

D1 D2 K

Esecuzione: 0S�NHTIV�KLS�W\UaVUL��KVWV�SH�YPIH[[P[\YH�H�JHSKV�LK�PS�YPU]LUPTLU[V��]PLUL�ÄULTLU[L�YL[[PÄJH[V�L�SHWWH[V��3H�Z[LZZH�SH]VYHaPVUL�KP�
YL[[PÄJH�]PLUL�LZLN\P[H�Z\SSH�[LZ[H�JVUPJH��3L�[VSSLYHUaL�KP�ÄUP[\YH��LZ[YLTHTLU[L�WYLJPZL��YLUKVUV�X\LZ[P�W\UaVUP�WLYML[[HTLU[L�PU[LYJHTIPHIPSP�

Ausführung: Nach der Warmvernietung und dem Anlassen wird der Stempelschaft fein geschliffen und geläppt. Die gleiche Schleifarbeit 
wird auch am konischen Kopf durchgeführt. Dank der extrem präzisen Bearbeitungstoleranzen sind diese Stempel perfekt austauschbar.

Execution: After hot forming and tempering, the shank of the punch is accurately ground and lapped. The same grinding operation is per-
MVYTLK�VU�[OL�JVUPJHS�OLHK��;OL�L_[YLTLS`�HJJ\YH[L�ÄUPZO�[VSLYHUJLZ�THRL�[OLZL�W\UJOLZ�WLYMLJ[S`�PU[LYJOHUNLHISL�

DIN 9861 D

Gambo HRC 64 ± 2  Testa HRC 45 ± 5
Shank HRC 64 ± 2 Head HRC 45 ± 5
Schaft HRC 64 ± 2 Kopf HRC 45 ± 5

Durezza:
Hardness: 
Härte:

HSS
HSS
HSS

Acciaio: 
Steel: 
Stahl:


