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EP-2R cr

Esecuzione: ;LZ[H�MVYNPH[H�H�JHSKV��0S�NHTIV�KLS�W\UaVUL��KVWV�PS�[YH[[HTLU[V�[LYTPJV�LK�PS�YPU]LUPTLU[V��]PLUL�ÄULTLU[L�YL[[PÄJH[V�L�SHWWH[V��
3H�[LZ[H�YL[[PÄJH[H�NHYHU[PZJL�SH�WLYML[[H�JVHZZPHSP[n�JVU�PS�NHTIV��0S�YPIHZZV�u�JVUJLU[YPJV�HS�NHTIV�JVU�\UH�[VSSLYHUaH�THZZPTH�KP�����TT�
Execution: /V[�MVYNLK�OLHK��;OL�ZOHUR�VM�[OL�W\UJO�PZ�ÄULS`�NYV\UK�HUK�SHWWLK�HM[LY�OLH[�[YLH[TLU[�HUK�[LTWLYPUN��;OL�NYV\UK�OLHK�
guarantees that it is perfectly coaxial with the shank. The reduction is concentric to the shank with a maximum tolerance of 0,01 mm.
Ausführung: Warmgeschmiedeter Kopf. Nach der Warmbehandlung und dem Anlassen  wird der Stempelschaft fein geschliffen und 
NLSpWW[��+LY�NLZJOSPMMLUL�2VWM�ZPJOLY[�KPL�WLYMLR[L�2VH_PHSP[p[�TP[�KLT�:JOHM[�a\��+PL�(IÅHJO\UN�PZ[�RVUaLU[YPZJO�a\T�:JOHM[�TP[�LPULY�
maximalen Toleranz von 0,01 mm.

LD D1 D2 K L1

71 100

0,5 - 1,9 2 4 3 8
1,6 - 2,9 3 5 3 9
2 - 3,9 4 6 3 10
2 - 4,9 5 7 5 12
3 - 5,9 6 9 5 13
3 - 7,9 8 11 5 14

4,5 - 9,9 10 13 5 16
6,5 - 12,9 13 16 5 21
9,5 - 15,9 16 19 5 24
12,5 - 19,9 20 24 5 27
16,5 - 24,9 25 29 5 32

- -
- -
- -
- -
- -
- -
- -
- -
- -
- -
- -

punzone con testa cilindrica forgiata e ribasso
FORGED, CYLINDRICAL HEAD PUNCH, stepped
SCHNEIDSTEMPEL MIT GESCHMIEDETEM ZYLINDERKOPF, ABGESTÜTZT

Durezza:
Hardness: 
Härte:

Acciaio: 
Steel: 
Stahl: 

Gambo HRC 62 ± 2   Testa HRC 45 ± 5
Shank  HRC 62 ± 2 Head HRC 45 ± 5
Schaft HRC 62 ± 2  Kopf HRC 45 ± 5

HWS cromo 12%
HWS chromium 12%
HWS Chrom 12%

Esempio di ordinativo: D1xLxDxL1      Order example: D1xLxDxL1      Bestellbeispiel: D1xLxDxL1 

ISO 8020 B
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HSS UNI HS 6-5-2
HSS UNI HS 6-5-2
HSS UNI HS 6-5-2

EP-2R HSS

Esecuzione: ;LZ[H�MVYNPH[H�H�JHSKV��0S�NHTIV�KLS�W\UaVUL��KVWV�PS�[YH[[HTLU[V�[LYTPJV�LK�PS�YPU]LUPTLU[V��]PLUL�ÄULTLU[L�YL[[PÄJH[V�L�SHWWH[V��
3H�[LZ[H�YL[[PÄJH[H�NHYHU[PZJL�SH�WLYML[[H�JVHZZPHSP[n�JVU�PS�NHTIV��0S�YPIHZZV�u�JVUJLU[YPJV�HS�NHTIV�JVU�\UH�[VSSLYHUaH�THZZPTH�KP�����TT�
Execution: /V[�MVYNLK�OLHK��;OL�ZOHUR�VM�[OL�W\UJO�PZ�ÄULS`�NYV\UK�HUK�SHWWLK�HM[LY�OLH[�[YLH[TLU[�HUK�[LTWLYPUN��;OL�NYV\UK�OLHK�
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maximalen Toleranz von 0,01 mm.
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